
High speed and free cutting 

High speed and free cutting. 

Good balance between 
performance and cost 

This diamond tool has a good 
performance/price ratio thanks to the 
high performance output in relation to 
the tool investment. 

Laser welded 

Segments are attached to the tube by 
laser welding to minimise the risk of 
segment loss. 

Wide application window 

Designed to cover a wide window 
of applications with a very good 
performance. 

Husqvarna TACTI-DRILL D20 



FEATURES
• Designed to cover a wide window of applications with a very good 

performance. 

• Segments are attached to the tube by laser welding to minimise the 

risk of segment loss. 

• This diamond tool has a good performance/price ratio thanks to the 

high performance output in relation to the tool investment. 

• High speed and free cutting. 

• With accessories such as adapters, centering devices and 

extenders the drill job can be made easier. 

Technical Specifications

GENERAL

Article Description TACTI-DRILL D20 052 11/4 

Performance grade Bronze 

Number of segments 5 

Assembly Brazed 

Drill connection 1 1/4"

Coolant Wet /dry 

Power range, min kW 1.5 kW

Power range, max kW 4 kW

Power range, min hp 2 hp

Power range, max hp 5.4 hp

DIMENSIONS

Diameter mm 52 mm

Core length mm 450 mm

Segment height mm 7 mm

Segment length mm 24 mm

Segment width mm 3.5 mm

Article gross weight 1810 g

Article net weight 1651 g

MATERIALS

Asphalt Acceptable 

Block Acceptable 

Brick Acceptable 

Concrete hard Good 

Concrete medium Optimal 

Concrete soft Good 

Abrasive cured concrete Acceptable 

Granite Acceptable 

Natural stone Good 

PACKAGING

Packaging length 57 mm

Packaging width 57 mm

Packaging height 580 mm


